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Caberfix Joint&Joist

Product Data Sheet
Application details and Health and Safety Data

Product Code: Caberfix Joint & Joist Adhesive

1. Application & Uses

2. Features & Benefits

Caberfix Joint & Joist® is a PU
adhesive and sealant. It is used to
provide a strong, silent and
flexible bond between Caberdek
floors and joists. It will bond a
wide variety of materials and can
also be used to provide a 100%
guaranteed waterproof seal in
tongue and groove joints
between boards. Damp or wet
weather won't affect Joint & Joist,
which makes it excellent for use
on site and in difficult conditions.
Once cured, Caberfix Joint & Joist
is paintable. It has a high bonding
strength that is permanently
elastic even in different climate
conditions.

Caberfix Joint & Joist® Adhesive
has excellent moisture and UV
resistance that makes it the ideal
choice for all construction
applications. It is also an excellent
expansion joint sealant.

For all exterior and interior
weather-proofing joints and seals
in the building and construction
industry.

For the mounting of wall panels,
such as PVC and high pressure
laminates. It is also ideal for many
other vertical bonding
applications.

e Silent bonding layer between
floor and joists.

e One component. Needs no
mixing.

e Bonds in damp conditions to a
variety of materials.

¢ Strong and flexible bond.

* 100% Guaranteed Waterproof.

3. Colours and Packaging

Colour: Grey
310ml Mastic Tubes in boxes of 12

4. Preparation

For Assembly

For best results, clean all surfaces
(external and internal) and ensure
they are free from dust and
grease. Cut the application nozzle
at 45° with sharp safety knife and
apply a consistent 12mm bead
along the joint.

Quantity Estimator

Width x Depth of joint x Length
(in Linear metres) of joint, divide
this by volume of tube = number
of cartridges required. 1 tube to 3
boards when gluing both the T&G
and boards to joists. 1 tube to 5
boards when only gluing boards
to joists.

For Cleanup

Uncured adhesive can cleaned
with damp cloth.

Cured product can be removed
with solvent cleaner.
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5. Technical Information

Technical Information

Caberfix Joint & Joist®

Basis

polyurethane based
compound

Consistency

non-sag paste

Application temperature 5°C+30°C

Density 1,15 to 1,17 depending
on colour

Tack free time 23°C & 50% R.H. °C 15

Curing speed 23°C & 50% R.H. ° 4

Slump MPa none

Shelf life stored between

+5°C /-25°C % 12 Months

Paintable after curing width yes

Temperature resistance 4mm -0.375

Shore-A hardness 25mm 50

E-modulus at 100% 4-8mm 0,70

Elongation at break 10-12mm  >300

Minimum joint width 14-16mm  depth

Maximum joint width 18-20mm  6mm

Joint connection 22-25mm  8mm
10mm
12mm
14mm

6. Limitations 7. Liability

Avoid exposure to high levels of
chlorine. Avoid contact with
alcohol and other solvent cleaners
during curing process. Do not
apply in the presence of curing
silicone sealants. Sealant my
bubble if applied in a high
moisture vapour environment.
Slight yellowing may occur with
white sealant if exposed to
ultraviolet rays. Adhesion tests
prior to application are
recommended. It is the user’s
responsibility to determine
suitability.

Statements and recommendations
made herein are based on tests
believed to be reliable. However,
no guarantee of their accuracy or
completeness is made.

Unless otherwise provided in
written contracts, the product is
sold without warranties or
conditions expressed or implied.
Purchasers must conduct their
own tests to determine the
suitability of our product for their
particular purpose.

8. Composition / Information on Ingredients

Chemical characterization (preparation)

Dangerous ingredients CAS Number % - Weight Symbols R Phrases

Calcium oxide 1305-78-8 1-2.5 % Xi 37/38 -41

Solvent naphtha light aromatic 64742-95-6 2.5-10 % Xn;N 10-37-51/53-65-66-67
Diphenylmethane 4.4’ diisocyanate 101-68-8 <1% Xn 20-36/37/38 -42/43
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9. Hazards Identification

Hazards for health : Xn ; May
cause sensitization by inhalation.
Hazard for environment :
Harmful to aquatic organisms,
may cause long-term adverse
effects in the aquatic
environment.

10. First Aid Measures

Ingestion: If swallowed, DO NOT
induce vomiting. Keep individual
calm. Obtain medical attention.
Inhalation: Move to fresh air in
case of accidental inhalation of
vapours. Obtain medical
attention.

Skin Contact: Wash off
immediately with soap and plenty
of water removing all
contaminated clothes and shoes if
skin irritation persists, call a
physician.

Eye Contact: In case of contact,
immediately flush eyes with
plenty of water for at least 15
minutes and get medical
attention if irritation persists.

11. Fire Fighting Measures

12. Accidental Release
Measures

Environmental precautions:
Do not allow to enter drains or
watercourses. If the product
contaminates lakes, rivers or
sewage, inform appropriate
authorities in accordance with
local regulations.

Clean up procedure: Collect
mechanically the preparation and
place in container. One possible
decontaminant comprises:
Water/Ethanol or IPA/Ammonia
solution (45/50/5 by volume).
Personal precautions: Wear
appropriate equipment as
described in point 11.

Product name:

Norbord Caberfix Joint & Joist®

Recommended Extinguishing Media: Water fog, carbon dioxide,

foam,dry chemical.

Special Fire-Fighting Procedures:

Fire-fighters should wear self-

contained breathing apparatus.

Hazardous Products Formed by Fire

or ThermalDecomposition:

Irritating vapours.
Oxides ofcarbon.

Unusual Fire/Explosion Hazards:

None

Lower Explosive Limit:

Not determined

Upper Explosive Limit:

Not determined

13. Handling and Storage

Handling: Persons with a history
of asthma, allergies, chronic or
recurrent respiratory disease
should not be employed in any
process in which this preparation
is used. Avoid skin and eye
contact and the inhalation of
vapours. Comply with the health
and safety at work laws.
Storage: Store in a dry, well
ventilated area, between +5 and
+25°C and place away from
sources of heat and direct
sunlight. Keep away from
oxidising agent, from strongly
acid materials as well as amines,
alcohol and water. No smoking.
Prevent unauthorised access.
Containers which are opened
must be carefully resealed .
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14. Exposure Controls / Personal Protection

Exposure limits

Names V ME (8h/j) VLE (15min)
Ppm mg/m ppm mg/m

Solvent naphtha light aromatic 19 100

Diphenylmethane 4.4’ diisocyanate 0.01 0.1 0.02 0.2

Respiratory protection :

Do not inhale vapours. Provide adequate ventilation with a good

general extraction.

Eye and skin protection :

Avoid skin/eye contact. Use safety eyewear, polyvinyl gloves and

closed protective clothing

Protection during working :

Smoking, eating, drinking are prohibited in application area. Wash

the hands after working.

Do not touch eyes with dirty hands.

15. Physical and Chemical Properties

Physical state : Paste Flash point : >61 °C

Colour : Grey Solubility in water : No ; reaction
Odour : Solubility in organic solvents : Partly

Density : 1.15a 1.19 g/ml VOC contents : 7 to 8 % weight

16. Stability and Reactivity

17. Toxicological Information

The preparation is stable under
recommended storage and
handling conditions (see point 13).
Hazardous decomposition
products: During polymerisation:
CO2, which in closed containers
can result in pressurisation. In case
of fire: isocyanates, carbon
monoxide and dioxide, smoke,
nitrogen oxides, hydrogen
chloride, hydrogen cyanide,
sulphur dioxide.

Product Information: Based on the properties of the isocyanate
components, this preparation may cause acute irritation and
sensitization of the respiratory system leading to an asthmatic
condition, wheeziness and a tightness of the chest. Sensitized persons
may subsequently show asthmatic symptoms when exposed to
atmospheric concentrations well below the OEL.

Repeated exposure may lead to permanent respiratory disability.
Repeated or prolonged contact with the preparation may cause non-
allergic contact dermatitis and absorption through the skin. The paste
splashed in the eyes may cause irritation and reversible damage.
Diphenylmethane 4.4’ diisocyanate
Acute oral LD50 rat (mg/kg)

Acute dermal LD50 rabbit (mg/kg)
Acute inhalation LC50 rat (mg/l/4h) 0,49

>15000
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18. Ecological Information

21. Regulatory Information

The preparation has been
assessed following the
conventional method of the
Dangerous Preparations Directive
(1999/45/EC) and classified for
ecotoxicological hazards
accordingly.

The product should not be
allowed to enter drains or water
courses

19. Disposal Considerations

Recommended Method of
Disposal: Disposal should be made
in accordance with local and EU
regulations.

US EPA Waste Number: 080409

20. Transportation Information

Transport only in accordance with
ADR for road, RID for rail, IMDG
for sea and IACO/IATA for air
transport. Exempted of transport
classification.

make it better

Danger classification :

Xn Harmful.

Contains : Diphenylmethane 4.4
diisocyanate.

Phrase R

R42/43 : May cause sensitization
by inhalation.

R52/53 : Harmful to aquatic
organisms, may cause long-term
adverse effects in the aquatic
environment.

Phrase S

S2 : Keep out of the reach of
children.

S23: Do not breathe vapours.
S45 : In case of accident or if you
feel unwell, seek medical advice
immediately (show the label
where possible).

S46 : If swallowed, seek medical
advice immediately and show this
container or label.

S63 : In case of accident by
inhalation: remove casualty to
fresh air and keep at rest.
Contains isocyanates — See
information supplied . This
information is supplied in the
present safety data sheet.

22. Other Information

Professional table : n4bis, 62;84

23. Contact Information

Norbord Limited
Station Road
Cowie
Stirlingshire

FK 7BQ

Tel: 01786 812921

Issue date: 05 March 2010

This technical data sheet supersedes all
previous information issued regarding the
above product.
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Norbord Ltd, Station Road, Cowie, Stirlingshire, FK7 7BQ
Tel +44 (0)1786 812921 Fax +44 (0)1786 815622 info@norbord.net




