
1. Application & Uses

CaberfixTape® is a polyethylene

coated cloth tape for sealing

Caberdek perimeters to walls and

for sealing joints during

construction phases. It will stick

well to irregular surfaces, is easy

to tear and has high peel

strength.

• High performance polyethylene

coated cloth tape

• 100% waterproof

• UV resistant

• Easy to tear

• Conforms well to irregular

surfaces

2. Properties

Adhesive: Solvent rubber

Atmospheric Ageing: Excellent

resistance to UV light.

Bio-Degradation: The product is

resistant to enzymatic and micro-

biological attack, and do not

contain any additives that could

provide a substrate for fungal or

bacterial growth.

Heat: Depending on types and

applications service temperatures

can go up to 70°C.

Cold: Apply at temperatures

above 8°C. Adhesive will lose tack

at very low temperatures.

Contamination: Keep protected

from grease, oil and dust. This will

affect adhesion properties.

Surface Preparation: Degrease

with Flowstrip Solvent Degreaser.

3. Colours and Packaging

Colour: Silver

Sizes: 48mm X 25mtr, 33mtr &

50mtr further sizes available upon

request.

4. How to use

Ensure surfaces to be treated are

free from grease, dust and loose

material.

6. Limitations

Caberfix Waterproof Cloth
Tape : All bonding should be

checked for suitability prior to

use.
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5. Technical Properties

Carrier Coextruded Polyethylene/Cloth

Adhesive Calendared Rubber

Tape Thickness 170 Micron

Adhesion to Steel 10N/25mm

Adhesion to Backing 8.25N/25mm

Tensile Strength 87N/25mm

Shelf Life 2 year in original packaging stored in cool 

dry conditions

The rolls should be stored flat on their cut edges in the original

packaging, until required for use. The product must be protected from

dust, heat, moisture, direct sunlight and solvent fumes. Service life will

vary with conditions of use and is affected by climatic environment, but

should not be less than two years from the date of manufacture, if

stored in a moderate climate and good conditions. Usage is

recommended within one year.
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7. Liability

Statements and recommendations

made herein are based on tests

believed to be reliable. However,

no guarantee of their accuracy or

completeness is made.

Unless otherwise provided in

written contracts, the product is

sold without warranties or

conditions expressed or implied.

Purchasers must conduct their

own tests to determine the

suitability of our product for their

particular purpose.

8. Identification - Chemical
Name

CHEMICAL NAME: Caberfix
Waterproof Cloth Tape

9. Hazards Identification

Ingestion: Not intended fro

ingestion, however if ingested

may cause intestinal disturbance

Skin Contact: Slightly irritating.

Abrasive - may cause cuts and

abrasions

Eyes Contact: Slightly irritating:

Abrasive – may cause damage to

the surface of the eyes

Special Toxic Effects: N/a

10. First Aid Measures

Skin Contact: Wash area of

contact thoroughly with soap and

water. Get medical attention if

irritation persists.

Eyes Contact: Flush immediately

with large amounts of water. Get

medical attention if irritation

persists.

11. Fire Fighting Measures

Product Name:
Caberfix Waterproof Cloth Tape

Extinguishing Media: 
No restriction

Protective Equipment for
Firefighters: For large quantities

respirators may be necessary.

12. Accidental Release
Measures

Released or Spilled: N/a

Waste Disposal Method:
General Method

13. Handling And Storage

Storage: Store below 45°C. Keep

in cool, well ventilated areas only.

Avoid direct sunlight.

Handling: N/a

14. Composition

Description: Woven cloth,

polyethylene coated on one side

with a pressure sensitive adhesive

coated on the other side. The

product is wound into rolls.

Constituents: Woven cotton

cloth, polyethylene film, rubber

resin adhesive.

Hazardous Ingredients: None

15. Stability And Reactivity

Thermal decomposition:
Above 100°

Hazardous decomposition
products:
None at appropriate use

Hazardous reactions:
None observed

16. Toxicological Information

The material does not present any

hazards for the environment.

17. Ecological Information

Ecotoxicological Effects
Water Hazard class:
2 (self-classification)

General Information: N/a

18. Disposal Considerations

Recommended Method of
Disposal: Disposal should be

made in accordance with local

and EU regulations. For recycling

consult waste disposal centres.

19. Transportation
Information

UN NUMBER: --

RID/ADR Class: --

ICAO Class: --

Symbols: --

IMO Class: --

20. Regulatory Information

The product is classified and

labelled in accordance with EC

directives / German regulations.

21. Other Information

Information contained herein is

produced in good faith and is

believed to be reliable but is

intended to serve as a guide only.
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